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ADDENDUM NO. 3 

 
DATE: March 5, 2026 
 
OWNER: Boone County Regional Sewer District 
 1314 North Seventh Street 
 Columbia, MO 65201 
 
SUBJECT: Addendum No. 3 –Highfield Acres Sewer Interconnection & Lagoon Abandonment 
 Cochran Project No. LOR15-062 
  
 
 
This Addendum forms a part of the Bidding and Contract Documents and modifies the original Bidding Documents.  
FAILURE TO ACKNOWLEDGE RECIEPT OF ADDENDUM MAY SUBJECT BIDDER TO DISQUALIFICATION. 
 
BID FORM:  
 

1. Line Item No. 5 – Adjusted quantity based on alignment change.  

2. Line Item No. 7 – Adjusted quantity based on alignment change. 

3. Line Item 10 – Adjusted quantity to be removed and replaced per alignment and grading for lagoon closure.  
 
CLARIFICATIONS: 
 

1. Contractor shall clear existing trees in ditch line of lagoons prior to closing lagoon.  Removal of additional 
trees around lagoon for sanitary sewer shown on plans.  There may be additional trees not shown on the 
plans that will be required by the contractor for removal for installation of the gravity main.  All additional tree 
clearing and disposal shall be included as part of Line Item #3 of the Bid Form. 

2. Storm culvert shall be one of the following: 
o Reinforced concrete pipe, Class III per ASTM C-76, with flexible plastic bitumen gaskets at joints.  

Pipe shall be installed in accordance with pipe manufacturer’s installation guidelines 
o Polypropylene Pipe (PP per ASTM F-2881 & D-3212; pipe shall be installed in accordance with 

pipe manufacturer’s installation guidelines.  Max size 48”-diameter. 
3. Contractor shall coordinate with Boone Electric for stabilization and support of the utility pole at the northeast 

corner of the property.  Contractor shall coordinate with utility provider for any temporary disconnection and 
reconnection of service. 

PLAN SHEETS: 
 

1. Title Sheet  

o Updated stationing for sanitary sewer main plan and profile. 
2. Sanitary Sewer Main #1:C3  

o Alignment changed from Manhole #7 to Manhole #9. 

o Removed one manhole.  

o Manhole numbering updated. 

3. Sanitary Sewer Main #2:C4 
o Manhole numbering updated. 

4. Grading Plan:C5 

o Additional fence identified for removal and replacement. 

o Additional trees identified for removal within lagoon area. 

o Ditch line with brush and dead trees identified for removal. 

o Culvert alignment adjusted. 



Highfield Acres Sewer Interconnection & Lagoon Abandonment Page 2 
Addendum No. 3 
March 5, 2026 
 
ATTACHMENTS: 
Revised Bid Form 
Re-issued complete plan set 

 

END OF ADDENDUM NO. 3 



Boone County Regional Sewer District Highfield Acres Sewer Interconnection & Lagoon Abandonment  

Project No. LOR15-062 Bid Form Proposal IB-7 
(Addendum No. 3) 

ARTICLE 10 
 

BID FORM PROPOSAL 
 
PROJECT NAME Highfield Acres Sewer Interconnection & Lagoon Abandonment   BID TIME 2:00PM  

PROJECT LOCATION Columbia, MO             BID DATE March 11, 2026  

BIDDER NAME   
 
TO:  __Boone County Regional Sewer District_______________ (“Owner”) 
 
In response to the Invitation for Bids for Project No.  LOR15-062, and in accordance with the Instructions to Bidders 
and other Bidding Documents, the undersigned Bidder declares that he has had an opportunity to examine the site of 
the Work and has carefully examined the Contract Documents therefore, including the Addenda identified below, and 
on the basis thereof, and being fully familiar with the local conditions affecting the Work, and upon written notice of 
award of contract, acknowledges and agrees to provide all labor, material, equipment, tools, management and 
supervision, safety and technical services, insurance, bonds and incidentals necessary or required for the faithful 
performance of the Contract Work in accordance with the above-referenced documents in a safe, timely and 
workmanlike manner for the following Base Bid Price: 
 
BASE BID:   Dollars ($ ) 
 (Amount in Words) 
 
 
The Base Bid amount is more fully itemized as follows: 
 

ITEM DESCRIPTION UNIT QUANTITY UNIT PRICE EXTENDED PRICE 

1 
Mobilization, Demobilization, Startup, 
Permits, Insurance & Bonding LS 1   

2 Gas Main, Fiber Optic and Utility Potholing LS 1   
3 Clearing & Grubbing LS 1   
4 12-Inch Dia. SDR 35 PVC Sewer Main LF 60   
5 8-Inch Dia. SDR 35 PVC Sewer Main LF 1,775   

6 
48-Inch I.D. Doghouse Sanitary Sewer 
Manhole EA 2   

7 48-Inch I.D. Sanitary Sewer Manhole EA 8   
8 48-Inch I.D. Drop Sanitary Sewer Manhole EA 2   
9 Connection to Existing Sanitary Manhole EA 3   

10 Fence Repair LF 796   
11 Demolition of Existing Lagoon Site LS 1   
12 Lagoon Closure (Grading & Earthwork) CY 5,630   
13 Finish Grading & Seeding LS 1   
14 Solid Rock Excavation CY 205   
15 24-Inch Diameter RCP Storm Sewer Culvert LF 96   

Total Base Bid  
 
 
By submitting this Bid, the Bidder agrees to waive any claim it has or may have against the Owner or Engineer, and 
their respective employees, arising out of or in connection with the administration, evaluation or recommendation of 
any bid(s). 
 

 
 



Boone County Regional Sewer District Highfield Acres Sewer Interconnection & Lagoon Abandonment  

Project No. LOR15-062 Bid Form Proposal IB-8 
(Addendum No. 3) 

Addenda 
 
The undersigned Bidder acknowledges the following Addenda, if any: 
 
Addendum No.:   dated   pages   
 
Addendum No.:   dated   pages   
 
Addendum No.:   dated   pages   
 
Addendum No.:   dated   pages   
 

Acknowledgements 
 
Bidder understands that Owner reserves the right to reject any and all bids and to waive any informality in the 
bidding. 
 
The Bidder agrees that this Bid shall be valid and may not be withdrawn for a period of sixty (60) days after the 
scheduled closing time for receiving bids. 
 
Within five (5) working days after receipt of written notice of award of contract, Bidder will execute and deliver to the 
Owner the formal Owner-Contractor Agreement included in the Bid Package, and deliver to the Owner the surety 
bond or bonds as required by the Contract Documents. 
 
The Bid Security attached hereto, in the sum of _____________________________________________ Dollars 
($____________________________) shall become the property of the Owner in the event that the Owner-Contractor 
Agreement and the Bond(s) are not executed and delivered to the Owner within the time set forth above, as 
liquidated damages (and not as a penalty) for the delay and additional expense to the Owner caused thereby. 
 
  
(Signature) 
 
  
(Print Name) 
 
  
(Company Name) 
 
  
(Address) 
 
  
(Telephone Number) 
 
(Seal - If bid by Corporation) 



 SANITARY SEWER EXTENSION
AT

HIGHFIELD ACRES WWTF
FOR

BOONE COUNTY REGIONAL
 SEWER DISTRICT

COLUMBIA, MISSOURI

PROJECT NO. LOR15-062

FEBRUARY 2026

SITE DEVELOPMENT
MASTER PLANNING
GENERAL CONSULTING

CIVIL ENGINEERING
LAND SURVEYING
ARCHITECTURE
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SPECIAL NOTES :

PHONE:

ADDRESS:
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WATER
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ADDRESS:

CONTACT INFORMATION

OWNER/SEWER 

OWNER: 

PUBLIC WATER DISTRICT NO. 9

1314 NORTH SEVENTH STREET COLUMBIA, MO

DANIEL CUNNINGHAM

BOONE COUNTY REGIONAL SEWER DISTRICT 

573-443-2774

JOSEPH BIEKSCA

391 NORTH RANGELINE ROAD COLUMBIA, MISSOURI 

573-474-9521

BOONE ELECTRIC COOPERATIVE

1413 RANGELINE STREET COLUMBIA, MISSOURI 

573-441-7262

CHARTER SPECTRUM

866-874-2389

MAGELLAN PIPELINE CO.

573-819-6143

RICK OLSON

P.O. BOX 22186, MD 28

GARY BLAKEMORE

904 RAIN FOREST PKWY, COLUMBIA, MISSOURI
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1. The sitework on this project shall meet or exceed the City of Columbia standards The sitework on this project shall meet or exceed the City of Columbia standards and specifications.  2. North was derived from plats provided by the State of Missouri in Boone County. North was derived from plats provided by the State of Missouri in Boone County. 3. Project Benchmark: Is a Redhad nail West of Easter Lane. Elevation = 839.15 Project Benchmark: Is a Redhad nail West of Easter Lane. Elevation = 839.15 4. This property is within Zone "X", "Areas of minimal flooding" per Flood Insurance This property is within Zone "X", "Areas of minimal flooding" per Flood Insurance "X", "Areas of minimal flooding" per Flood Insurance  per Flood Insurance per Flood Insurance Rate Map 29019C0305E Community Panel No. 305 of 0470, effective date April 19, 2017. 5. In accordance with generally accepted construction practices, the Contractor will In accordance with generally accepted construction practices, the Contractor will be solely and completely responsible for conditions of the job site, including safety of all persons and property during performance of the work. This requirement will apply continuously and not be limited to normal working hours. Contractor will be responsible for providing and maintaining all barricades, warning signs, flashing lights and traffic control devices during construction. Contractor to comply with all OSHA regulation requirements and safety meeting requirement.   6. Underground structures, facilities and utilities have been plotted from available Underground structures, facilities and utilities have been plotted from available surveys and records.  Therefore, their locations must be considered approximate only.  There may be others, the existence of which is presently not known. 7. No investigation has been performed by Cochran regarding hazardous waste, No investigation has been performed by Cochran regarding hazardous waste, underground conditions or utilities affecting the tract shown hereon. 8. Contractor to contact telephone, electric, gas, water and cable companies to have Contractor to contact telephone, electric, gas, water and cable companies to have underground utilities located on this site and adjacent to this site prior to doing any excavating. 9. The Contractor is specifically cautioned that the location and/or elevation of The Contractor is specifically cautioned that the location and/or elevation of existing utilities as shown on these plans is based on records of the various utility companies and, where possible, measurements taken in the field. The information is not to be relied on as being exact or complete.  The Contractor must call the appropriate utility company to request exact field location of utilities. It shall be the responsibility of the Contractor to relocate all existing utilities, which conflict with the new improvements shown on plans. 10. All survey monuments disturbed during construction shall be replaced by a All survey monuments disturbed during construction shall be replaced by a licensed land surveyor licensed in the state in which this project is located at the Contractor's expense. 11. Contractor shall coordinate adjustments to existing utilities with appropriate utility Contractor shall coordinate adjustments to existing utilities with appropriate utility company as work progresses.   12. Contractor shall coordinate the scheduling and location of the demolition and Contractor shall coordinate the scheduling and location of the demolition and installation of all utilities, including stakeout, conduit required, trenching required, etc.  Contractor shall contact each utility provider with at least 30 days advance notice of any work to be done.  13. Contractor shall provide a minimum of 18" of clearance between sanitary sewer Contractor shall provide a minimum of 18" of clearance between sanitary sewer and waterlines and a minimum of 18" of clearance between storm sewers and waterlines.  This may mean that lowering of waterlines may be necessary.  14. Contractor shall submit shop drawings for sanitary sewer, water main, and storm Contractor shall submit shop drawings for sanitary sewer, water main, and storm sewer structures to Cochran for review and approval prior to fabrication of any structures. 15. Storm and sanitary sewer plan information depicts pipe lengths and grades Storm and sanitary sewer plan information depicts pipe lengths and grades calculated from the center of all structures.   16. All trenching, pipe laying, and backfilling shall be in accordance with Federal All trenching, pipe laying, and backfilling shall be in accordance with Federal OSHA Regulations.  17. Utility Contractor shall have approval of all governing agencies having jurisdiction Utility Contractor shall have approval of all governing agencies having jurisdiction over this system prior to installation.  18. All necessary inspections, testing, and/or certifications required by codes, the All necessary inspections, testing, and/or certifications required by codes, the County, and/or utility service companies shall be performed prior to announced building possession and the final connection of services. 19. Contractor is encouraged to visit the site prior to submitting their bid for this Contractor is encouraged to visit the site prior to submitting their bid for this project. 20. Contractor shall saw cut all curb and gutter sections, concrete medians and Contractor shall saw cut all curb and gutter sections, concrete medians and along pavement where required for utility trenching. Contractor shall maintain traffic flow and provide traffic control throughout construction. 21. All existing structures unless otherwise noted to remain, (i.e. fencing, trees,  All existing structures unless otherwise noted to remain, (i.e. fencing, trees,  concrete, asphalt pavement, utilities, etc.) within the construction area shall be removed and disposed off-site in a manner meeting local and state regulations. Any burning on site shall be subject to local and state ordinances and the Owner's Specifications. 22. If any existing structures to remain are damaged during construction it shall be If any existing structures to remain are damaged during construction it shall be the Contractor's responsibility to repair and/or replace the existing structure as necessary to return it to existing conditions or better. 23. It shall be the contractor's responsibility to keep all mud and silt on site and off It shall be the contractor's responsibility to keep all mud and silt on site and off of streets.
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1. The sitework on this project shall meet or exceed the County of Boone standards and The sitework on this project shall meet or exceed the County of Boone standards and specifications.  2. Bearing system is based on Grid North (NAD83). Bearing system is based on Grid North (NAD83). 3. Project Benchmark:MO Grs Monument BO 12. Elevation = 832.84 Project Benchmark:MO Grs Monument BO 12. Elevation = 832.84 4. Site is zoned: Boone County Zone R-S. Site is zoned: Boone County Zone R-S. 5. This property is within Zone "X", "Areas of minimal flooding" per Flood Insurance Rate This property is within Zone "X", "Areas of minimal flooding" per Flood Insurance Rate "X", "Areas of minimal flooding" per Flood Insurance Rate per Flood Insurance Rate Map 29019C0305E Community Panel No. 305 of 0470, effective date April 19, 2017.   19, 2017.  19, 2017.  6. In accordance with generally accepted construction practices, the Contractor will be solely In accordance with generally accepted construction practices, the Contractor will be solely and completely responsible for conditions of the job site, including safety of all persons and property during performance of the work. This requirement will apply continuously and not be limited to normal working hours. Contractor will be responsible for providing and maintaining all barricades, warning signs, flashing lights and traffic control devices during construction. Contractor to comply with all OSHA regulation requirements and safety meeting requirement.  7. Underground structures, facilities and utilities have been plotted from available surveys Underground structures, facilities and utilities have been plotted from available surveys and records.  Therefore, their locations must be considered approximate only.  There may be others, the existence of which is presently not known. 8. No investigation has been performed by Cochran regarding hazardous waste, underground No investigation has been performed by Cochran regarding hazardous waste, underground conditions or utilities affecting the tract shown hereon. 9. Contractor to contact telephone, electric, gas, water and cable companies to have Contractor to contact telephone, electric, gas, water and cable companies to have underground utilities located on this site and adjacent to this site prior to doing any excavating. 10. All unsurfaced areas are to receive 4 inches of topsoil. Contractor to seed, mulch, All unsurfaced areas are to receive 4 inches of topsoil. Contractor to seed, mulch, fertilize, and maintain all areas outside of paved areas that were disturbed during construction until an acceptable stand of grass is established.  The Contractor shall be responsible to take whatever means necessary to establish permanent soil stabilization.  11. All grading, drainage, detention, and erosion control shall be in conformance with the All grading, drainage, detention, and erosion control shall be in conformance with the County of Boone Standards. 12. The Contractor is specifically cautioned that the location and/or elevation of existing The Contractor is specifically cautioned that the location and/or elevation of existing utilities as shown on these plans is based on records of the various utility companies and, where possible, measurements taken in the field. The information is not to be relied on as being exact or complete.  The Contractor must call the appropriate utility company to request exact field location of utilities. It shall be the responsibility of the Contractor to relocate all existing utilities, which conflict with the new improvements shown on plans. 13. All survey monuments disturbed during construction shall be replaced by a licensed land All survey monuments disturbed during construction shall be replaced by a licensed land surveyor licensed in the state in which this project is located at the Contractor's expense. 14. Contractor shall coordinate adjustments to existing utilities with appropriate utility Contractor shall coordinate adjustments to existing utilities with appropriate utility company as work progresses.   15. Contractor shall coordinate the scheduling and location of the demolition and installation Contractor shall coordinate the scheduling and location of the demolition and installation of all utilities, including stakeout, conduit required, trenching required, etc.  Contractor shall contact each utility provider with at least 30 days advance notice of any work to be done.  16. All trenching, pipe laying, and backfilling shall be in accordance with Federal OSHA All trenching, pipe laying, and backfilling shall be in accordance with Federal OSHA Regulations.  17. All necessary inspections, testing, and/or certifications required by codes, the County, All necessary inspections, testing, and/or certifications required by codes, the County, and/or utility service companies shall be performed prior to announced building possession and the final connection of services. 18. Contractor is encouraged to visit the site prior to submitting their bid for this project. Contractor is encouraged to visit the site prior to submitting their bid for this project. 19. Contractor shall maintain the site in a well-drained manner in order to assume the Contractor shall maintain the site in a well-drained manner in order to assume the shortest possible drying time after each rainfall.  This will mean that pumping of standing water in low areas on the site will most likely be required during construction. 20. All existing structures unless otherwise noted to remain, (i.e. fencing, trees,  concrete, All existing structures unless otherwise noted to remain, (i.e. fencing, trees,  concrete, asphalt pavement, utilities, etc.) within the construction area shall be removed and disposed off-site in a manner meeting local and state regulations. Any burning on site shall be subject to local and state ordinances and the Owner's Specifications. 21. All cut or fill slopes shall be 3:1 or flatter unless otherwise noted. All cut or fill slopes shall be 3:1 or flatter unless otherwise noted. 22. Existing grade contours shown at 1 foot intervals. New grade contours shown at 1 foot Existing grade contours shown at 1 foot intervals. New grade contours shown at 1 foot intervals. 23. If any existing structures to remain are damaged during construction it shall be the If any existing structures to remain are damaged during construction it shall be the Contractor's responsibility to repair and/or replace the existing structure as necessary to return it to existing conditions or better. 24. Contractor shall assure positive drainage away from buildings for all green space and Contractor shall assure positive drainage away from buildings for all green space and paved areas. 25. It shall be the contractor's responsibility to keep all mud and silt on site and off of It shall be the contractor's responsibility to keep all mud and silt on site and off of streets. 26. Land disturbing activities shall not commence until approval to do so has been received Land disturbing activities shall not commence until approval to do so has been received by governing agencies and until all erosion control measures have been taken.

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
SANITARY SEWER

AutoCAD SHX Text
SAN

AutoCAD SHX Text
SAN

AutoCAD SHX Text
TREELINE

AutoCAD SHX Text
GRAVEL SURFACE

AutoCAD SHX Text
RIGHT-OF-WAY

AutoCAD SHX Text
SANITARY MANHOLE

AutoCAD SHX Text
LOT LINE

AutoCAD SHX Text
EASEMENT

AutoCAD SHX Text
AERIAL ELECTRIC

AutoCAD SHX Text
AE

AutoCAD SHX Text
LEGEND

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
PROPOSED

AutoCAD SHX Text
UTILITY POLE / GUY WIRE

AutoCAD SHX Text
UNDERGROUND ELECTRIC

AutoCAD SHX Text
UGE

AutoCAD SHX Text
UNDERGROUND CABLE TV

AutoCAD SHX Text
CATV

AutoCAD SHX Text
UNDERGROUND TELEPHONE

AutoCAD SHX Text
UGT

AutoCAD SHX Text
UNDERGROUND FIBER OPTIC

AutoCAD SHX Text
FO

AutoCAD SHX Text
STORM SEWER

AutoCAD SHX Text
SS

AutoCAD SHX Text
GAS LINE (6")

AutoCAD SHX Text
G

AutoCAD SHX Text
WATER LINE (8")

AutoCAD SHX Text
8"W

AutoCAD SHX Text
FIRE HYDRANTS

AutoCAD SHX Text
TREE

AutoCAD SHX Text
FENCE

AutoCAD SHX Text
CONCRETE PAVEMENT

AutoCAD SHX Text
ASPHALT PAVEMENT

AutoCAD SHX Text
T.C.E.

AutoCAD SHX Text
TEMPORARY

AutoCAD SHX Text
CONSTRUCTION EASEMENT

AutoCAD SHX Text
INDEX CONTOUR

AutoCAD SHX Text
500

AutoCAD SHX Text
500

AutoCAD SHX Text
INTERMEDIATE CONTOUR

AutoCAD SHX Text
498

AutoCAD SHX Text
NOTE: UPON COMPLETION OF NEW SANITARY SEWER MAINS, LAGOONS SHALL BE CLOSED IN ACCORDANCE WITH THE SPECIFICATIONS PRIOR TO STARTING EARTHWORK.

AutoCAD SHX Text
CAUTION:  SUPERVISION REQUIRED WHEN EXCAVATING  WITHIN GAS MAIN EASEMENT. CONTACT  MAGELLAN PIPELINE CO. AT 573-819-6143

AutoCAD SHX Text
NOTE: ALL EQUIPMENT ASSOCIATED WITH THE LAGOONS SHALL BE REMOVED AND DISPOSED IN AN APPROPRIATE MANNER.

AutoCAD SHX Text
EXISTING INFLUENT PIPE (TO BE CAPPED AND PHYSICALLY DISCONNECTED FROM THE SYSTEM)

AutoCAD SHX Text
EXISTING INFLUENT PIPE (TO BE CAPPED AND PHYSICALLY DISCONNECTED FROM THE SYSTEM)

AutoCAD SHX Text
EXISTING EFFLUENT PIPE (TO BE REMOVED)

AutoCAD SHX Text
EXISTING EFFLUENT PIPE (TO BE REMOVED)

AutoCAD SHX Text
EXISTING INFLUENT PIPE (TO BE CAPPED AND PHYSICALLY DISCONNECTED FROM THE SYSTEM)

AutoCAD SHX Text
CAUTION:  SUPERVISION REQUIRED WHEN EXCAVATING WITHIN GAS MAIN EASEMENT. CONTACT MAGELLAN PIPELINE CO. AT 573-819-6143

AutoCAD SHX Text
NOTE: CONTRACTOR SHALL MAINTAIN STABILITY OF UTILITY POLES DURING SEWER MAIN CONSTRUCTION. DAMAGE TO UTILITY POLES, CABLES, AND GUY WIRES WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

AutoCAD SHX Text
NOTE: TOP OF MANHOLE TO BE 2" ABOVE FINISHED GRADE. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE AWAY FROM TOP OF MANHOLE.

AutoCAD SHX Text
NOTE: ALL DISTURBED AREAS SHALL BE COMPLETELY RESTORED, SEEDED, AND STRAWED AT AN APPROPRIATE TIME, PROMPTLY AFTER CONSTRUCTION.

AutoCAD SHX Text
EXISTING 18''  CMPF.L. ELEV. = 822.87

AutoCAD SHX Text
EXISTING 18''  CMPF.L. ELEV. = 821.26

AutoCAD SHX Text
NEW 6-9"  RIP-RAP BANK ARMORPLACED TO A MINIMUM 12" DEPTH FOR APPROXIMATELY 40' FROM CULVERT DISCHARGE LOCATION.

AutoCAD SHX Text
64 L.F. OF NEW 24"  RCP STORM SEWER(EXISTING CULVERT SHALL BE REMOVED COMPLETELY AND REPLACED WITH NEW RCP PIPE, AGGREGATE BASE SHALL BE COMPACTED UNDER AND AROUND THE NEW CONCRETE PIPE, AND REPLACED PIPE SHALL MATCH EXISTING DISCHARGE ELEVATION) F.L. ELEV. IN = 814.00 F.L. ELEV. OUT = 809.50 

AutoCAD SHX Text
02/09/26

AutoCAD SHX Text
OUT TO BID

AutoCAD SHX Text
3

AutoCAD SHX Text
EAH

AutoCAD SHX Text
WRJ

AutoCAD SHX Text
NEW TREELINE (CONTRACTOR SHALL CLEAR TREES AND BRUSH ALONG THE NEW SANITARY SEWER EASEMENT TO ALLOW FOR PLACEMENT OF THE NEW MAINS)  

AutoCAD SHX Text
APPROXIMATE TRAIL LOCATION

AutoCAD SHX Text
William R. Johanning, P.E.

AutoCAD SHX Text
MO-PE#2021000272

AutoCAD SHX Text
SAMPLE #

AutoCAD SHX Text
TOTAL WATER DEPTH**

AutoCAD SHX Text
SLUDGE DEPTH

AutoCAD SHX Text
LAGOON BOTTOM ELEV.

AutoCAD SHX Text
1.3'

AutoCAD SHX Text
1.0'

AutoCAD SHX Text
816.2'

AutoCAD SHX Text
SAMPLE B-5

AutoCAD SHX Text
SAMPLE B-6

AutoCAD SHX Text
2.9'

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
814.6'

AutoCAD SHX Text
2.5'

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
815.0'

AutoCAD SHX Text
SAMPLE A-6

AutoCAD SHX Text
SAMPLE A-5

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
0.7'

AutoCAD SHX Text
816.3'

AutoCAD SHX Text
3.4'

AutoCAD SHX Text
1.6'

AutoCAD SHX Text
814.1'

AutoCAD SHX Text
SAMPLE B-4

AutoCAD SHX Text
SAMPLE C-2

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
0.8'

AutoCAD SHX Text
815.7'

AutoCAD SHX Text
4.6'

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
812.9'

AutoCAD SHX Text
SAMPLE C-6

AutoCAD SHX Text
SAMPLE D-1

AutoCAD SHX Text
2.8'

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
814.7'

AutoCAD SHX Text
1.0'

AutoCAD SHX Text
0.5'

AutoCAD SHX Text
816.5'

AutoCAD SHX Text
SAMPLE C-4

AutoCAD SHX Text
SAMPLE C-3

AutoCAD SHX Text
2.8'

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
814.7'

AutoCAD SHX Text
3.3'

AutoCAD SHX Text
1.7'

AutoCAD SHX Text
814.2'

AutoCAD SHX Text
SAMPLE C-5

AutoCAD SHX Text
SAMPLE D-2

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
814.5'

AutoCAD SHX Text
SAMPLE D-3

AutoCAD SHX Text
2.9'

AutoCAD SHX Text
1.1'

AutoCAD SHX Text
814.6'

AutoCAD SHX Text
SAMPLE D-4

AutoCAD SHX Text
2.8'

AutoCAD SHX Text
0.5'

AutoCAD SHX Text
814.7'

AutoCAD SHX Text
SAMPLE D-5

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
0.7'

AutoCAD SHX Text
814.5'

AutoCAD SHX Text
SAMPLE D-6

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
1.3'

AutoCAD SHX Text
814.9'

AutoCAD SHX Text
SAMPLE D-7

AutoCAD SHX Text
1.4'

AutoCAD SHX Text
1.0'

AutoCAD SHX Text
816.1'

AutoCAD SHX Text
SAMPLE E-1

AutoCAD SHX Text
2.1'

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
815.4'

AutoCAD SHX Text
SAMPLE E-2

AutoCAD SHX Text
3.1'

AutoCAD SHX Text
2.3'

AutoCAD SHX Text
814.4'

AutoCAD SHX Text
SAMPLE E-3

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
814.9'

AutoCAD SHX Text
SAMPLE E-4

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
2.1'

AutoCAD SHX Text
814.9'

AutoCAD SHX Text
SAMPLE E-5

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
814.9'

AutoCAD SHX Text
SAMPLE E-6

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
1.6'

AutoCAD SHX Text
814.9'

AutoCAD SHX Text
SAMPLE F-1

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
1.3'

AutoCAD SHX Text
815.7'

AutoCAD SHX Text
SAMPLE #

AutoCAD SHX Text
TOTAL WATER DEPTH**

AutoCAD SHX Text
SLUDGE DEPTH

AutoCAD SHX Text
LAGOON BOTTOM ELEV.

AutoCAD SHX Text
2.0'

AutoCAD SHX Text
0.5'

AutoCAD SHX Text
813.0'

AutoCAD SHX Text
SAMPLE B-1

AutoCAD SHX Text
SAMPLE B-2

AutoCAD SHX Text
2.0'

AutoCAD SHX Text
0.7'

AutoCAD SHX Text
813.0'

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
0.5'

AutoCAD SHX Text
812.0'

AutoCAD SHX Text
SAMPLE A-2

AutoCAD SHX Text
SAMPLE A-1

AutoCAD SHX Text
2.1'

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
812.9'

AutoCAD SHX Text
2.5'

AutoCAD SHX Text
1.9'

AutoCAD SHX Text
812.5'

AutoCAD SHX Text
SAMPLE A-3

AutoCAD SHX Text
SAMPLE B-3

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
0.5'

AutoCAD SHX Text
812.0'

AutoCAD SHX Text
2.2'

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
812.8'

AutoCAD SHX Text
SAMPLE C-3

AutoCAD SHX Text
SAMPLE C-4

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
1.6'

AutoCAD SHX Text
812.0'

AutoCAD SHX Text
2.9'

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
812.1'

AutoCAD SHX Text
SAMPLE C-1

AutoCAD SHX Text
SAMPLE B-4

AutoCAD SHX Text
2.9'

AutoCAD SHX Text
2.0'

AutoCAD SHX Text
812.1'

AutoCAD SHX Text
2.6'

AutoCAD SHX Text
0.9'

AutoCAD SHX Text
812.4'

AutoCAD SHX Text
SAMPLE C-2

AutoCAD SHX Text
2.0'

AutoCAD SHX Text
1.0'

AutoCAD SHX Text
813.0'

AutoCAD SHX Text
SAMPLE D-3

AutoCAD SHX Text
2.5'

AutoCAD SHX Text
1.5'

AutoCAD SHX Text
812.5'

AutoCAD SHX Text
SAMPLE D-1

AutoCAD SHX Text
2.2'

AutoCAD SHX Text
0.6'

AutoCAD SHX Text
812.8'

AutoCAD SHX Text
SAMPLE D-2

AutoCAD SHX Text
SAMPLE E-1

AutoCAD SHX Text
1.2'

AutoCAD SHX Text
0.6'

AutoCAD SHX Text
813.8'

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
1.8'

AutoCAD SHX Text
812.0'

AutoCAD SHX Text
SAMPLE E-2

AutoCAD SHX Text
FOR REVIEW PURPOSES ONLY

AutoCAD SHX Text
NOT TO BE USED FOR CONSTRUCTION

AutoCAD SHX Text
NOTE: ALL DROP MANHOLES SHALL BE OUTSIDE DROPS PER THE DETAIL, SHEET D1.

AutoCAD SHX Text
NOTE: ALL SEWER MAIN SHALL BE LAID FROM DOWNSTREAM TO UPSTREAM WITH BELLS FACING UPSTREAM AND SPIGOT ENDS FACING DOWNSTREAM.

AutoCAD SHX Text
NOTE: CONTRACTOR SHALL POTHOLE CONNECTION POINTS AS WELL AS ALL UTILITY CROSSING POINTS PRIOR TO BEGINNING ANY SANITARY SEWER INSTALLATION OR ORDERING OF MATERIALS.  FAILURE TO CONFIRM EXISTING UTILITY ELEVATIONS PRIOR TO BEGINNING WORK THAT RESULT IN CHANGES TO STRUCTURES OR ELEVATIONS THAT INCUR A COST OR DELAY SHALL BE AT THE CONTRACTORS EXPENSE.

AutoCAD SHX Text
400 L.F. OF FENCING TO BE REMOVED AND REPLACED AS NECESSARY FOR GRADING AND UTILITY INSTALLATION.  CONTRACTOR SHALL MAKE ALL EFFORTS TO LEAVE FENCING IN PLACE FOR SECURITY DURING CONSTRUCTION.

AutoCAD SHX Text
360 L.F. OF FENCING TO BE REMOVED AND REPLACED AS NECESSARY FOR GRADING AND UTILITY INSTALLATION.  CONTRACTOR SHALL MAKE ALL EFFORTS TO LEAVE FENCING IN PLACE FOR SECURITY DURING CONSTRUCTION.

AutoCAD SHX Text
03/05/26

AutoCAD SHX Text
ADDENDUM #3

AutoCAD SHX Text
EAH

AutoCAD SHX Text
WRJ

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
EXISTING TREES (TO BE REMOVED)

AutoCAD SHX Text
EXISTING TREES (TO BE REMOVED)

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
EXISTING TREES IN DITCHLINE TO BE REMOVED AND DISPOSED OF WITH CLEARING AND GRUBBING

AutoCAD SHX Text
3



G
en

er
al

 C
on

su
lti

ng
M

as
te

r P
la

nn
in

g

Si
te

 D
ev

el
op

m
en

t

C
iv

il 
En

gi
ne

er
in

g
La

nd
 S

ur
ve

yi
ng

A
rc

hi
te

ct
ur

e

APP'D. BY:

R
E

V
IS

IO
N

:
A

P
P

'D
. B

Y
:

D
W

N
. B

Y
:

D
A

T
E

:

DWN. BY:

DATE:

SCALE:

PROJ. NO:

DWG. NO:

SA
N

IT
A

R
Y

 S
E

W
E

R
 E

X
T

E
N

SI
O

N
H

IG
H

F
IE

L
D

 A
C

R
E

S
B

O
O

N
E

 C
O

U
N

T
Y

, M
IS

SO
U

R
I

D
E

T
A

IL
 S

H
E

E
T

D1

OUT TO BID

AutoCAD SHX Text
location information.

AutoCAD SHX Text
(ie. Trenching, Blasting, etc.)

AutoCAD SHX Text
plans shall be strictly followed

AutoCAD SHX Text
construction required by these

AutoCAD SHX Text
All OSHA rules & regulations

AutoCAD SHX Text
established for the type of

AutoCAD SHX Text
the start of any excavation

AutoCAD SHX Text
on this site, contractor shall

AutoCAD SHX Text
call 1-800-DIG-RITE for utility

AutoCAD SHX Text
Two working days prior to

AutoCAD SHX Text
905 Executive Drive Osage Beach, Missouri 65065 Missouri 65065Missouri 65065issouri 65065

AutoCAD SHX Text
573-525-0299 (tel.)

AutoCAD SHX Text
573-525-0298 (fax)

AutoCAD SHX Text
mail@cochraneng.com

AutoCAD SHX Text
Missouri State Certificate of Authority Number:  Engineering 

AutoCAD SHX Text
: 2013005887

AutoCAD SHX Text
KBD

AutoCAD SHX Text
WRJ

AutoCAD SHX Text
FEB. 2026

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
LOR15-062

AutoCAD SHX Text
SANITARY SEWER MANHOLE

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
SANITARY SEWER DOGHOUSE MANHOLE

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
MANHOLE FRAME, LID, & STEPS DETAIL

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
SANITARY SEWER DROP MANHOLE DETAIL

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
1. ALL TRENCHES SHALL HAVE A BEDDING OF WELL   GRADED, CLASS 1B(ASTM D-2321) GRANULAR MATERIAL FROM 4" BELOW THE BOTTOM OF THE PIPE TO 12" ABOVE THE PIPE COMPACTED TO 95% STANDARD PROCTOR DENSITY (ASTM D-698).  2. IN AREAS TO BE PAVED OVER, ENTIRE TRENCH TO BE BACKFILLED WITH WELL GRADED GRANULAR MATERIAL & COMPACTED TO 95% OF THE STANDARD PROCTOR DENSITY (ASTM D-698).  3. IN AREAS OF CLEAN DIRT CUTS OUTSIDE OF PAVED AREAS, TRENCH MAY BE BACKFILLED WITH SAME MATERIAL AND COMPACTED TO 95% OF THE STANDARD PROCTOR DENSITY (ASTM D-698).  4. IN AREAS OF ROCK CUT, THE TRENCH SHALL BE BACKFILLED WITH WELL GRADED GRANULAR MATERIAL TO 6" ABOVE TOP OF PIPE.  5. CONTRACTOR SHALL BE RESPONSIBLE FOR  TRENCH SETTLEMENT.  6. IN AREAS WHERE BACKFILL MATERIAL CONTAINS ROCK, CONTRACTOR TO PLACE CLASS 1B(ASTM D-2321)  GRANULAR MATERIAL A MINIMUM OF 6" ABOVE PIPES.

AutoCAD SHX Text
SEWER TRENCHING DETAIL

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
~

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
4"

AutoCAD SHX Text
12"

AutoCAD SHX Text
1.4 x I.D.+12" TRENCH WIDTH

AutoCAD SHX Text
~

AutoCAD SHX Text
SEWER SERVICE CONNECTION DETAIL

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
EMBEDDED SILT FENCE IN TRENCH AS SHOWN

AutoCAD SHX Text
SLIT FENCE

AutoCAD SHX Text
WOVEN WIRE FENCE, (OPTIONAL)

AutoCAD SHX Text
STEEL FENCE POST OR 2"x2" WOOD POST, MAX. 8' SPACING

AutoCAD SHX Text
12' MIN.

AutoCAD SHX Text
18"

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
NOTES: 1. PLACE SILT FENCE @ THE DOWNSLOPE LIMIT OF AREA TO BE GRADED. PLACE SILT FENCE @ THE DOWNSLOPE LIMIT OF AREA TO BE GRADED. 2. SILT FENCE SHOULD BE SECURELY FASTENED TO EACH SUPPORT POST OR TO WOVEN WIRE WHICH IS IN SILT FENCE SHOULD BE SECURELY FASTENED TO EACH SUPPORT POST OR TO WOVEN WIRE WHICH IS IN TURN ATTACHED TO THE SUPPORT POSTS. 3. INSPECTION SHALL BE FREQUENT AND REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY AS REQUIRED. INSPECTION SHALL BE FREQUENT AND REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY AS REQUIRED. 4. SLIT FENCE SHALL BE REMOVED WHEN IT HAS SERVED ITS USEFULNESS, SO AS NOT TO BLOCK OR IMPEDE SLIT FENCE SHALL BE REMOVED WHEN IT HAS SERVED ITS USEFULNESS, SO AS NOT TO BLOCK OR IMPEDE STORM FLOW OR DRAINAGE. 5. ACCUMULATED SILT/SEDIMENT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 6" AND DISPOSED OF IN ACCUMULATED SILT/SEDIMENT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 6" AND DISPOSED OF IN AN APPROVED SPOIL SITE. 6. AT EACH END OF SLIT FENCE, TURN FENCE UPSLOPE  AND EXTENDED UNTIL GROUND SURFACE RISES 18". AT EACH END OF SLIT FENCE, TURN FENCE UPSLOPE  AND EXTENDED UNTIL GROUND SURFACE RISES 18". 7. PRE-FABERICATED SILT FENCE PRODUCTS MAY BE SUBSTITUTED IF APPROVED BY THE CITY OF OZARK. PRE-FABERICATED SILT FENCE PRODUCTS MAY BE SUBSTITUTED IF APPROVED BY THE CITY OF OZARK. 8. SILT-SOX IS AN APPROVED SUBSTITUTE. SILT-SOX IS AN APPROVED SUBSTITUTE. 

AutoCAD SHX Text
SILT FENCE DETAIL

AutoCAD SHX Text
NO SCALE

AutoCAD SHX Text
SEWER SERVICE CONNECTION DETAIL

AutoCAD SHX Text
2'-0"

AutoCAD SHX Text
45° BEND

AutoCAD SHX Text
NEW SANITARY SEWER MAIN 8"ø

AutoCAD SHX Text
4" PVC

AutoCAD SHX Text
CAP

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
William R. Johanning, P.E.

AutoCAD SHX Text
MO-PE#2021000272

AutoCAD SHX Text
02/09/26

AutoCAD SHX Text
OUT TO BID

AutoCAD SHX Text
KBD

AutoCAD SHX Text
WRJ

AutoCAD SHX Text
FOR REVIEW PURPOSES ONLY

AutoCAD SHX Text
NOT TO BE USED FOR CONSTRUCTION

AutoCAD SHX Text
3

AutoCAD SHX Text
03/05/26

AutoCAD SHX Text
ADDENDUM #3

AutoCAD SHX Text
EAH

AutoCAD SHX Text
WRJ


	DATE: March 5, 2026
	OWNER: Boone County Regional Sewer District
	062 BCRSD - Highfield Acres - Addendum #3 Plans - 3-5-26.pdf
	C0 - TITLE-OTB
	01 - NOTES-NOTES
	Index Sheet - C1-C1
	Sanitary Sewer Main 1 - C2-C2
	Sanitary Sewer Main 1 - C3-C3
	New Sanitary Sewer Main 2 - C4-C4
	Grading Plan-C5
	DETAILS-D1


